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130Derry Court
York, Pennsylvania17406

Telephone: 717-764-7700
Facsimile: 717-764-4129 

www.intertek.com/building
TESTREPORTFORSILKARMADENCILIKSAN.VETIC.A.S.
Report No.: I8696.01-121-24
Date: 10/04/18

Version: 05/24/18 Page1of11 RT-R-AMER-Test-2780

SECTION 8 
TEST RESULTS

TEST RESULTS
Test Date 09/25/18
Test Operator Ben Samson
Flame Spread Index (FSI) 0
Smoke Developed Index (SDI) 30
RedOakCalibration(%*Min) 98.84

TEST DATA
FSI (unrounded) 2.2
SDI (unrounded) 30.7
FS * Time Area (Ft * Min) 4.2
Smoke Area (% * Min) 30.4
Fuel Area (°F * Min) 4635.7

TEST OBSERVATIONS
Ignition Time 02:20 (Min:Sec)
Max Flame Front Advance 0.7 Feet
Time to Max Flame Front 09:37 (Min:Sec)
Max Temp At Exposed T/C 535.8°F
Time To Max Temp 09:56 (Min:Sec)
Dripping Observed None
Flaming On Floor Observed None
After Flame Top Observed 10:03 (Min:Sec)
After Flame Floor Observed None
Sagging Observed None
Delamination Observed None
Shrinkage Observed None
Fallout Observed None
Cracking Observed 01:04 (Min:Sec)
Observations After the Test None

Class Flame Spread Index Smoke Developed Index
A 0-25 0-450
B 26-75 0-450
C 76-200 0-450
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